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Addresg:

Northwest corner Shunk and 21st Strects, in Girard
Park, Philadelphia, Philadelphia County, Pernnsylvania.

Present Owner: City of Philsdelphia,

Pregent Uge:

Significance:

Girard Park caretaker's equipment storage.

An Interesting utility structure that combines
numerous functlons at three different levels, and
was probably designed by Stephen Girard.

PART T, HISTORICAL INFORMATTION
A. Physical History

1.

2.

Original and subsequent owners: (See Stephen Girard
gountry House - HARS No. PA-140}.

Date of ereection: Eurly-19th century.

Architect, ete: Frobably built from design and specifica-
tiong of Stephen Girard.

Original plans, construction: See architectural informa-
tion.

Alterations: Wooden access stairs to smoke room added.
after 1901; small opening at ground level west facade
bricked-in after 1901,

Important old views: D, J. Kennedy watercolor, dated

May 1891, now in the collection of the Historieal Society
of Pemnsylvania (Vol. 6-48 large), shows two brick util-
ity bulldings with white fence between, and arching trel-
1liz on south side of southern utility structure.

B. Sources of Information:

Primary and wpublished sources: Stephen Girard Papers,
Girard Collsge, Philadelphia, Pennsylvania:

theal Estate in Passyunk Township No. 1" (1798-1801).

"Real #state in Passyunk Tovmship No. 2" (e¢. 1801- ¢,
1830},

"Sundry Memoranda, 1803V
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(The "Stephen Girard Papers in ihe possessicn of the Board

of Trusices of the fstate of Stephen Giresrd, Deceased, Girard
College, Philadeliphia” are in the process of being microfilmed
by the Anerican Philcscophical Soclety, Philadelphia,
Penngylvania.)

Prepared by Willism B. Basseit
Architectural Historian
Natlomal Park Service
June 1964

PART 1T, ARCHITBCTURAL InFORMATION

A. General Statement:

]

2.

Architectural character: plorthesst of Stephen Girard's
Country House there are two briek buildings, whose com-
mon center-line is parallel to - and 35'-6" from - the
east end of ihe main house. Each is 17' square (out-
side dimension) and has a wooden shinglied hipped roof.
The building on the north has been altered 1o accommodate
modern lavatories; the one on the scuth, here named
Stephen Girard Country House Utility Building, is the
object of investigstion in this report. It bas three
levels: (1) upper level--smoke room (floor line

41-9 1/2" above grade); {(2) central level--cooling room
(floor line 3'-7" below grade); and (3) lower level--
npoot cellar' ({loor line 16'-9" below grade).

Condition of fabric: Good.

B. Detalled Description of Exterior:

1.

2.

Over-all dimensions: 17'-0% square.

Foundations: HRandom-Size sione foundations below grade.
"Root cellaxV has circular stone walls (deepest penetra-
ilon of measuring instrumeni 22¢). .

Wall construction: Solid red brick bearing walls,
common bond: 13" thick for smoke room; 18% thick for
cooling room. ' :

Veult and dome construetion: Brick vault over cooling
room (supporting floor of smcke room). Segmented brick
dome over "root cellar® with circular oculus (20" in
dismeter) at peak of dome. Approvimately eight segments
varying from 2'-6" to 5'-0" in width at the springing
line,
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Bulkheads:

4. dest: COriginal access to smoke room removed and
replaced by wooden stairs. Entrance to Yroot cellap!
wlth granite cheeks ils covered at present by the
above-mentioned smoke room access stair.

k. South: Enitrance to cooling room has granile cheeks
topped with granlie coping.

Roof

a. Shape, covering: Hipped wooden shingle roof wiih
all four slopes meeiing at common point. Shingles,
5 1/2" to weather, nailed 4o 1" x 3" wooden strips
approximately 5 1/2" on center,

b. Cornice: Wooden Doxed cornice, wmolded top and

bottom.

C. Degcription of Interior

1.

Floor plans: Upper level; one room with a 37-0" x 6'-

5" entvrance opening in the west wall; 14'-10" szquare
with unsurfaced brick walls and a brick fireplace on

the east wall; the ceiling surface is composed of plaster
gpplied o hand split lath nailed to the under side of
the 1%"x3" shingle nailer strips; vent holes in a dlamond-
shaped pattern are contained in the north wall, commencing
4" from the floor level; wrought iron hocks for the hang-
ing of food situffs are found on the (3' x 5") joists
which span cast-wesl and are spaced 3'-1" on center);

the flooring is of exposed 4" x & 1/2" brick placed in
staggered rows running easi-~west,

Central Level: One room with brick vault running in e
north-gouth direction, 7'-6" from floor level to high
point of wvaull; the entrance is on the south side and
secess from ground level is by five concrete steps

(11" tread - OV riser); the vault and walls are plastered
dowvm to the floor line; a graduwally sloping water trough~-
SN deep and 33V wilde--commencing in the scuthwestd

- corner and ending in the scutheast corner is adjacent 1o

the west, north and east wallg; the circular cculus of
the ice room dome below occurs in the exact center of
the room; both the floor and the water irough are sur-
faced with 11" x 2" marble tiles set in concrete.

Lower level: One room, c¢ircular in vplan with an over-
all height of 11'-9" and a diamefer of 13'-9 1/2"; the
walls are of random size rubble stone, with the spring-
ing line of the brick segmented dome occurring 9'-4"
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from the floor line; a small arched opening (15" wide
and 17 1/2" 1o the peak of the arch) leading to a chute,
the purposc of which is uncertain, occcurs on the north
gide of tho room and springs from the springing line of
the dome celling; major access to the lower level is
through a steep chute-like opening on the west. (No
evidence of a permanent stair exigts and 1t is thought
that ladders must have been usal )

General setting and orientation: The Siephen Girard
Country House 1s located in the Girard Estate Park, a
city park, 2lst and Shunk Streets, South Philadelphia.
The main entry of the house itsell faces north., Site
area--153,400 gquare feet, The two utility bulldings
are 27 feet northecast of the main structure.

Enclosures: Low hedges surround the park, entrances %o
the park are flanked by sione posts.

Driveways: Concrete driveway surrounds the two utility
gstructures.

Landseaping: The entire park ls planted with random-placed
shade trees.

Prepared by John D. Milner, Architect
National Park Service
Summer 1962



